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purchaser if it has a headspace in ex-
cess of 8 percent of the total capacity
of the bottle after closure.

(c) Design. A liquor bottle shall be
held (irrespective of the correctness of
the stated net contents) to be so made
and formed as to mislead the pur-
chaser, if its actual capacity is sub-
stantially less than the capacity it ap-
pears to have upon visual examination
under ordinary conditions of purchase
or use.

(d) Exceptions—(1) Distinctive liquor
bottles. The headspace and design re-
quirements in paragraphs (b) and (c) of
this section do not apply to liquor bot-
tles that are specifically exempted by
the appropriate TTB officer, pursuant
to an application filed by the bottler or
importer.

(2) Cross reference. For procedures re-
garding the issuance, denial and rev-
ocation of distinctive liquor bottle ap-
provals, as well as appeal procedures,
see part 13 of this chapter.

(Sec. 5, 49 Stat. 981, as amended (27 U.S.C.
205); 26 U.S.C. 5301)

[T.D. 7020, 34 FR 20337, Dec. 30, 1969, as
amended by T.D. ATF-25, 41 FR 10221, Mar.
10, 1976; 41 FR 11022, Mar. 16, 1976; T.D. ATF-
62, 44 FR 71622, Dec. 11, 1979; T.D. ATF-146, 48
FR 43321, Sept. 23, 1983; T.D. ATF-406, 64 FR
2129, Jan. 13, 1999]

§5.47 Standards of fill (distilled spirits
bottled before January 1, 1980).

(@) Authorized standards of fill. The
standards of fill for all distilled spirits,
whether domestically bottled, or im-
ported, subject to the tolerances al-
lowed in this section, shall be as fol-
lows:

1 gallon. s pint.

Y2 gallon. Y2 pint.

1 quart. Vs pint.

s quart. Y10 pint.

1 pint. Y16 pint (brandy only).

(b) Tolerances. The following toler-
ances shall be allowed:

(1) Discrepancies due to errors in
measuring which occur in filling con-
ducted in compliance with good com-
mercial practice.

(2) Discrepancies due to differences in
the capacity of bottles, resulting solely
from unavoidable difficulties in manu-
facturing such bottles to a uniform ca-
pacity: Provided, That no greater toler-
ance shall be allowed in case of bottles
which, because of their design, cannot
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be made of approximately uniform ca-
pacity than is allowed in case of bot-
tles which can be manufactured so as
to be of approximately uniform capac-
ity.

(3) Discrepancies in measure due to
differences in atmospheric conditions
in various places and which unavoid-
ably result from the ordinary and cus-
tomary exposure of alcoholic beverages
in bottles to evaporation. The reason-
ableness of discrepancies under this
paragraph shall be determined on the
facts in each case.

(c) Unreasonable shortages. Unreason-
able shortages in certain of the bottles
in any shipment shall not be com-
pensated by overages in other bottles
in the same shipment.

(d) Limitations. This section does not
apply after December 31, 1979.

(Sec. 5, 49 Stat. 981, as amended (27 U.S.C.
205); 26 U.S.C. 5301)

[T.D. 7020, 34 FR 20337, Dec. 30, 1969, as
amended by T.D. ATF-25, 41 FR 10221, Mar.
10, 1976; T.D. ATF-146, 48 FR 43321, Sept. 23,
1983]

§5.47a Metric standards of fill (dis-
tilled spirits bottled after December
31, 1979).

(a) Authorized standards of fill. The
standards of fill for distilled spirits are
the following:

(1) For containers other than cans de-
scribed in paragraph (a)(2), of this sec-
tion—

1.75 liters

1.00 liter

750 milliliters

500 milliliters (Authorized for bottling until
June 30, 1989)

375 milliliters

200 milliliters
100 milliliters
50 milliliters

(2) For metal containers which have
the general shape and design of a can,
which have a closure which is an inte-
gral part of the container, and which
cannot be readily reclosed after open-
ing—

355 milliliters
200 milliliters
100 milliliters
50 milliliters

(b) Tolerances. The following toler-
ances shall be allowed:



